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LOCATION

     VILLA “A”   View from the porch

The Villas Panorama are located in one of 

the most panoramic locations of Alcamo 

Marina, and boast a unique and breathtaking 

view of the Golfo of Castellammare.
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VILLA “C”   View from the porch

The detached single-family villas 

are located in Alcamo Marina, in 

the province of Trapani, a central 

and privileged location within the 

Golfo of Castellammare.

 

A few minutes from naturalistic 

treasures such as the Riserva dello 

Zingaro and the renamed village 

of Scopello, the villas guarantee 

a central and easily accessible 

location: both Trapani and Palermo 

airports are located about 30 

minutes from Alcamo.
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      Representative photo

After the excavation, stones of suitable size will be 

placed to ensure adequate drainage, on which a 

first layer of concrete lean stone will be cast.

The foundations will be of the inverted beam type, 

with an igloo-type ventilated crawl space system 

interposed, which guarantees excellent insulation 

from rising damp.

FOUNDATIONS
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Representative photo

The supporting structure will be made with 
a reinforced concrete framed system.

The floors will be made of masonry, 
consisting of prefabricated and / or 
compressed joists and lightening blocks in 
brick, complete with concrete casting on 
site and electro-welded grid.

Guaranteed high-strength concrete, Rck 30 
Mpa class, and improved aeration steel of 
the B450C type, checked and certified in 
the factory, will be used.

STRUCTURE INFILL
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     Representative photo

The infill walls will be made of semi-solid bricks 

(percentage of perforation φ of 60%), to be installed 

with vertical holes, which provide values of 

resistance to breakage well above the limits 

required by the regulations.

These are able to simultaneously provide a high 

degree of thermal insulation and thermal inertia, to 

ensure maximum thermohygrometric comfort.

INFILL
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Representative photo

The thermal insulation of the villas will be made 

with an external insulation system, consisting 

of insulating panels of extruded expanded 

polystyrene with a thickness of 6 cm.

Subsequently, two layers of protective smoothing 

compound with plasticized mesh and the final 

decorative finish are applied.

The external insulation system allows high energy 

savings, improves the response of the structure 

to thermal expansion and avoids thermal bridges 

between the infill and the structure.

ISOLATION COVERAGE
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The roofs will be covered with a system consisting 

of: vapor barrier in bituminous paper, insulation 

layer in expanded polystyrene plates, double 

wooden battens for the placement of the roof 

covering in Sicilian tiles, which also guarantees 

correct under-tile ventilation.

This system guarantees protection against 

infiltrations, thermal insulation and a high 

hygrometric well-being, which avoids the 

formation of condensation, dark spots and molds.

     Representative photo

COVERAGE
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Representative photo

The windows will be in PVC of the thermal break 

type, with 5 insulation chambers, complete 

with perimeter tape hardware, tilting door, 

micro ventilation system and complete with all 

accessories for correct operation, compliant with 

the UNI EN 1435 I - I on the CE marking of the 

fixtures.

The average transmittance of the frame will be 1.5 

W / (m2k).

WINDOWS
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VILLA “B”   
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INTERIORS 
AND FINISHES
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          V ILLA “C”   Bedroom

The internal partition will be made of 8 cm thick 

sawn tuff, laid on site with cement mortar and 

subsequently plastered.

The internal plasters will be made with a lime-

based premix; any edges will be reinforced with 

iron edge protectors.

INTERNAL 
PARTITION
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          VILLA “B”   Living room

FLOORING AND 
COVERINGS

Internal and external floors will be made of 

first choice porcelain stoneware: the tiles will 

guarantee excellent resistance to impacts, acids, 

stains and abrasions. The installation will be carried 

out with high-grip adhesive on the substrate, 

with 2 mm joints. The indicative price is about € 

40.00 square meters including VAT. A stoneware 

skirting board will be placed in each compartment, 

installed with glue. The walls of the services will be 

covered with tiles of the same quality as the floors, 

respecting the architectural project. The indicative 

price is € 25.00 square meters including VAT. The 

interior doors will be in honeycomb wood, with a 

relief or smooth finish. 18



               VILLA “C”   Outdoor

The outdoor paved areas will be made with non-slip, 

anti-freeze stoneware bricks with R10 characteristics.

The installation will be carried out with high-grip 

adhesive on the substrate, with 2 mm joints.

The indicative price is about € 20.00 square meters 

including VAT.

On request it will be possible to change the choice 

of the specifications of the floors and coverings with 

products out of the specifications.

EXTERNAL 
FLOORING
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SYSTEMS
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The electrical system will be made concealed in 

anti-crushing flexible PVC pipes, with conductors 

suitable for the utilities used. All the necessary 

works will be carried out up to the meter 

framework. There will be magnetothermic and 

differential switches, with separate lines with the 

relative switches, one for the sockets and one for 

the light points. Each villa will be equipped with 

ceiling or wall light points controlled by switches, 

sockets, circuit breakers for household appliances, 

entrance bell and intercom. A total of 70 light 

points are foreseen for Villa “A” and 100 light 

points for the Villas “B” and “C”.

ELECTRICAL SYSTEM
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WATERWORKS

The water system will be built with multilayer 

columns and pipes from the water reserve tank 

to the personal meter, branches in multilayer 

coated with plastic. The system will be equipped 

with a manifold with shut-off valves, branches in 

multilayer pipes for hot and cold water, as well as 

connections for the dishwasher, washing machine 

and for the kitchen sink.

The raising of the water from the water reserve 

tank will take place by means of an autoclave 

equipped with an electric pump, which ensures 

water pressure at a constant flow rate and 

provides adequate protection against dry running.
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The bathrooms will be equipped with flush-to-the-

wall sanitary ware with wall cistern.

The vases will be in white ceramic, a pair of 

suspended type and a pair of floor type.

The shower trays will be 140x70 and 80x80 in size.

The taps will be chromed and of first choice.

SANITARY WARE AND TAPS
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AIR CONDITIONING SYSTEM

The villas will be equipped with a state-of-the-art 

air conditioning system, which will allow, through 

the use of a single machine, the production of 

domestic hot water, heating and cooling.

The main tower will guarantee an accumulation 

of 200 liters of domestic hot water, which will be 

directly connected to the solar thermal system on 

the roof, to ensure maximum savings and energy 

efficiency.
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A retractable fan coil system will ensure the 

introduction of hot and cold air into the rooms. Thanks 

to the fan in continuous modulation, this particular 

type of fancoil reaches the desired temperature 

and keeps it constant with a moderate flow, almost 

imperceptible, to ensure maximum silence. A perfect 

solution even for a bedroom and also suitable for 

people most sensitive to noise.
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PHOTOVOLTAIC
SYSTEM

The villas will be equipped with a photovoltaic 

system, of adequate size to meet the needs of 

a typical family of 4 with clean and renewable 

energy.
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The villas will also be equipped with a solar 

thermal system, which will work synergistically 

with the domestic hot water storage system to 

make the most of the heating power of solar 

radiation and ensure maximum savings.

SOLAR THERMAL
SYSTEM
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WATER RESERVE

A water reserve of 15,000 liters will be placed 

in reinforced concrete of the prefabricated 

underground type, plastered and coated with 

specific materials for food.
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The white water and black water discharge system 

will be built with PVC pipes. heavy.

The plant will be connected to the Imhoff septic 

tank.

EXHAUST SYSTEM
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DESCRIPTION OF 
EXTERNAL SPACES

The private outdoor area will be arranged largely 

as a garden. 

Each villa will have 3000 square meters of land 

available.

The lot will be delimited with a fence.

Access will be guaranteed by an automatic gate.

The external spaces belonging to the villa will be 

paved with non-slip outdoor bricks for a maximum 

coverage of 80 square meters.

The parking area will be paved with ecological 

beaten.

 VILLA “C”   
30



Each villa will be equipped with a rectangular 

shaped swimming pool. The dimensions will be 

8x4 ml for Villa “A” and 10x4 ml for Villas “B” and 

“C”. The depth will be 1.50 ml.

The pool will be built in this way: laying of a crawl 

space of limestone, casting of lean concrete in 

order to level the laying surface, construction 

of the concrete slab and electro-welded grid, 

installation of structural panels.

The staircase will be made of reinforced concrete.

The pool will be equipped with a filtration, 

cleaning and water circulation system, equipped 

with skimmer type nozzles.

SWIMMING-POOL

               VILLA “A”   Swimming-pool
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DOCUMENTS 
AND CERTIFICATIONS

The villas will be built in full compliance with 

current regulations, and the certificates of 

conformity of the technological systems will be 

available to the customer.

The certificates of conformity of the reinforced 

concrete structures, the static testing, the Energy 

Performance Certificate and the usability will also 

be available to the customer.
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